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HS SERIES - EXTRUSION BLOW MOLDING

HS-2L

Single-station hydraulic servo extrusion blow molding for bottles up to 2 L, with a
toggle clamping unit.
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The HS series combines continuous extrusion with hydraulic servo control and a toggle clamping unit.
Share your product drawing to discuss the mold, head arrangement and handling requirements.

HSII 2L shown — Y

27 100+ 1,200+ 10,000+

Years of industry experience ~ Countries and regions served Machines and systems built Machines and systems
per year supplied

The figures reproduce the published configuration of this model. Installed power is connected equipment power,
not measured consumption; output depends on product, resin and cycle. Final configuration is confirmed in the
quotation.

STATIONS MAX. VOLUME

Single 2L

Il SPECIFICATIONS

Stations

Max. product volume

Dry cycle

HDPE output

Machine weight

Machine dimensions (L x W x H)
Clamping force

Screw diameter

Total installed power

Maximum mold size (W x H)
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Overview and key specifications
this page

2026 catalogue specification
catalogue pp. 15-16

CLAMPING FORCE TOTAL POWER

70 kN 40.3 kW

Single

2L

900 pc/h

50 kg/h

8,000 kg
43%x25%x28m
70 kN

50 mm

40.3 kW

420 x 320 mm

REQUEST A QUOTATION

Send your product drawing or sample, resin,

volume, weight and hourly output target.
tongdamachinery.com/contact
Tel. +86 512 5637 0112

Suzhou Tongda Machinery Co., Ltd.

No. 21 Fenghuang Boulevard, Fenghuang Town, Zhangjiagang, Suzhou, Jiangsu, China

www.tongdamachinery.com/product/hs-21/



https://www.tongdamachinery.com/contact/?model=HS-2L#inquiry-form
https://www.tongdamachinery.com/product/hs-2l/

I 2026 CATALOGUE HS-2L and related models - catalogue edition 20260818, pages 15-16
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EXTRUSION BLOW MOLDING MACHINE

’ HSII-2L (wsznzies)
1| FULLY AUTOMATIC
'|  EXTRUSION BLOW MOLDING MACHINE

HSE-2L (supznmios)
FULLY ELECTRIC
EXTRUSION BLOW MOLDING MACHINE
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HSE-22 /23X 50 ST
HSE-Wall Thickness Drive Unit

HSE-F7RIIREN T HSE-FFERIKE BT
HSE-Extrusion Drive Unit HSE-Mold Drive Unit

TECHNICAL PARAMETER

HLE Model HS-2L HSII-2L HSE-2L HSE 11 -2L
HEARSH Spedfication
tation / #Single W Double 2Single W Double
R Max. Product Volume L 2 2 2 2
E¥R Dry Cycle pc/h 900 900x2 1500 1900
HDPEE4L57 & Output of HDPE kg/h 50 60 50 60
# & Weight of Machine T 8 12 9 14
H2 ¥ R~ Size of Machine m,LxWxH 4.3x2.5%x2.8 4.8x2.7%3 4.6%2.2x3.3 5.0x2.6x3.3
#%3LDie Head
£ /2L) Max, Die Diameter (Single-head) mm 108 108 108 108
kw 6 6 6 6
/ 4 4 4 4
mm 130 130 130 130
mm 72 72 72 72
LN #i5L) Die Head Heating Power (Double-head) kw 7 7 7 7
12 S NFA BB (T8 5L) Die Head Heating Zone (Double-head) / 5 5 5 5
FFE1EZ S Clamping Unit
FF&124772 Platen Distance mm 180-440 180-440 180-440 180-440
121772 Mold Moving Stroke mm 430 430 450 450
it& 57 Clamping Force kN 70 70 100 100
HtHZR %S5 Extruder Unit
SEFFEE Screw Diameter mm 50 60 50 60
324 ¥ Screw Length/Diameter Ratio / 251 251 2571 2571
SEHNFINEE Screw Heating Power kw 6.8 1.2 6.8 11.2
13 (X 8 No.of Heating Zone (Screw) / 3 3 3 3
A EBHLINZE Screw Motor Power kw m 15 m 15
111 5% Power Unit
SMZR A Hydraulic Pump Driving Power kw 12.5+4 12.5+4 / /
FAMETH = Total Power kw 403 487 4235 65
%3 Remarks
FA £ Air Consumption m3/min 0.8 1 >1.2
WS EF] Blow Pressure MPa 20.6 =20.6 =208
197K ) Cooling Water Pressure MPa 204 =04 =04
FH7KE Water Consumption L/min 80 100 150
FEEF AR Max.Size of Mold mm,WxH 420320 420%x320 440%x320

% 12417 & Product & Formwork Drawing

HSII-2L (P =R RE)
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Note: The parameters above are just for referer

ich can be designed by your requirements



