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HTS SERIES - EXTRUSION BLOW MOLDING

STATIONS MAX. VOLUME CLAMPING FORCE TOTAL POWER
HTSI |_30L Double 0L 250 kN 141 kW
Double-station extrusion blow molding for 20-30 L jerry cans and stackable B SPECIFICATIONS
containers, on a split-type frame. Stations Double
Max. product volume 30L
Dry cycle 400 x 2 pc/h
HDPE output 220 kg/h
Machine weight 21,000 kg
Machine dimensions (L x W x H) 71%x6.9%3.8m
Clamping force 250 kN
_______ Screw diameter 100 mm
Total installed power 141 kW
Maximum mold size (W x H) 680 x 830 mm

HTSII-8L shown
I IN THIS DATASHEET

1 Overview and key specifications

REQUEST A QUOTATION

. L . . this page
It belongs to the split-type frame series in the 2026 catalogue. Share your product drawing to discuss the pag Send your product drawing or sample, resin,
mold, head arrangement and handling requirements. 2 2026 catalogue specification volume, weight and hourly output target.
catalogue pp. 29-30 tongdamachinery.com/contact
Tel. +86 512 5637 0112
27 100+ 1,200+ 10,000+
Years of industry experience ~ Countries and regions served Machines and systems built Machines and systems
per year supplied
The figures reproduce the published configuration of this model. Installed power is connected equipment power, Suzhou Tongda Machinery Co., Ltd.
not measured consumption; output depends on product, resin and cycle. Final configuration is confirmed in the No. 21 Fenghuang Boulevard, Fenghuang Town, Zhangjiagang, Suzhou, Jiangsu, China

quotation. www.tongdamachinery.com/product/htsii-301/



https://www.tongdamachinery.com/contact/?model=HTSII-30L#inquiry-form
https://www.tongdamachinery.com/product/htsii-30l/

I 2026 CATALOGUE HTSII-30L and related models - catalogue edition 20260818, pages 29—30
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SPLIT-TYPE FRAME SERIES

ngdamachine.corr

HTS 11 -8L (s p=pming)
FULLY AUTOMATIC
EXTRUSION BLOW MOLDING MACHINE

HS 1 -20L (srio=nzis)
FULLY AUTOMATIC
EXTRUSION BLOW MOLDING MACHINE

&
HS-BaER RS
HS-Automatic Lubrication System

HS-Waste Material Recycling System

BAR

40 TECHNICAL PARAMETER

HLE Model HTS11-8L/8 HS I1-20L HTS 11 -30L EH950A 1135
H RS Specification (57t B£3+3)
/ WDouble Double 3% Double M Double
R ASR Max. Product Volume L 1 20 30 5
ZE#R Dry Cydle pc/h 780x2 850%2 400%x2 765%2
HDPE2 #1457 & Output of HDPE kg/h 220 220 220 300
1 Weight of Machine T 25 26 21 32
HLEEINER T Size of Machine m,LxWxH 6.5%5.2x3.7 6.2x5.7%4.1 71%6.9"3.8 8.1%5.4x3.8
#53L Die Head
#83Lep /(35 Die Head Center Distance mm / /
Max. Die Diameter mm / 250(8 183
Die Head Heating Power kw / 15(8p453L)
HESLNAER Die Head Heating Zone / / 4(EtEsL) 1500 k) 11(=423k)
J\EL e/ EE Central Distance of Double-head mm 100 / / /
BAOE ()\V#3L) Max. Die Diameter mm 50 / / /
<()\1#3L) Die Head Heating Power kw 29.6 / / /
(J\1#3L) Die Head Heating Zone / 23 / / /
FHE18 %% Clamping Unit
%4772 Platen Distance mm 160-400 430-880 450~1150 275-640
3 Mold Moving Stroke mm 900 750 980 950
1% 1) Clamping Force kN 200 220 250 350
58 Extruder Unit
2T E1Z Screw Diameter mm 100 100 100 120
TR L Screw Length/Diameter Ratio / 28:1 28:1 28 2811
FANFAINE Screw Heating Power kw 26 26 26 3
SZFFANFAX EE No.of Heating Zone (Screw) / 5 5 5 4
AT EBHINZE Screw Motor Power kw 75 75 75 90
111 5% Power Unit
SR BT ZE Hydraulic Pump Driving Power kw 31.5+4 21+4 21+4 42.5+4
4R 0 Total Power kw 165 180 141 1975
£ Remarks
SRFE Air Consumption m3/min =25 >3 12 =8
JE77 Blow Pressure MPa 20.6 20.6 0.6 0.6-0.8
KFE3 Cooling Water Pressure MPa 204 204 03 0.5-0.6
FB7KE Water Consumption L/min 400 400 100 470
HEH AR Max.Size of Mold mm,WxH 890x330 740x550 680x830 940x400

#5E Formwork Drawing

HS11-20L (FrHh=RERE)

o
Note: The parame

5 above are just for reference, which can be designed by your requirements,



