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TDB SERIES - EXTRUSION BLOW MOLDING

TDB-80F

Accumulator-head extrusion blow molding for 50—80 L products, with bottom blowing
and a servo motor.

Tongda designs and manufactures the main machine components and offers project-specific
configurations. Share your bottle or part drawing to discuss the mold, head arrangement and handling
requirements.

27 100+ 1,200+ 10,000+

Years of industry experience ~ Countries and regions served Machines and systems built Machines and systems
per year supplied

The figures reproduce the published configuration of this model. Installed power is connected equipment power,
not measured consumption; output depends on product, resin and cycle. Final configuration is confirmed in the
quotation.

STATIONS MAX. VOLUME

Single 80L

Il SPECIFICATIONS

Stations

Max. product volume

Dry cycle

HDPE output

Machine weight

Machine dimensions (L x W x H)
Clamping force

Screw diameter

Total installed power

Maximum mold size (W x H)

I IN THIS DATASHEET

1 Overview and key specifications
this page

2 2026 catalogue specification
catalogue pp. 33-34, listed as TDB-80A

CLAMPING FORCE TOTAL POWER

440 kN 115 kW

Single

80L

240 pc/h

160 kg/h
16,000 kg
6.6x3%x44m
440 kN

100 mm

131.5 kW

800 x 1000 mm

REQUEST A QUOTATION

Send your product drawing or sample, resin,

volume, weight and hourly output target.
tongdamachinery.com/contact
Tel. +86 512 5637 0112

Suzhou Tongda Machinery Co., Ltd.

No. 21 Fenghuang Boulevard, Fenghuang Town, Zhangjiagang, Suzhou, Jiangsu, China

www.tongdamachinery.com/product/tdb-80f/



https://www.tongdamachinery.com/contact/?model=TDB-80F#inquiry-form
https://www.tongdamachinery.com/product/tdb-80f/

B 2026 CATALOGUE TDB-80F (listed in the catalogue as TDB-80A) - catalogue edition 20260818, pages 33—34
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TDB SERIES STATIONARY MOLD ACCUMULATOR HEAD BLOW MOLDING MACHINES

MR R
- XEEFERERS, BUHS, HespRER;
%, BRIEEEREMA;

PERFORMANCE AND ADVANTAGES

- Equipped with a high-output extrusion system for uniform
plasticization and rapid color/material changeover;

- Hydraulic servo-controlled energy-saving system slashes opera-
tional costs;

- Ensures high stability and precision in produced parts.

TDB-10A (i s=neias)
ACCUMULATOR
EXTRUSION BLOW MOLDING MACHINE

TDB-80A (5 s=nzies)
ACCUMULATOR
EXTRUSION BLOW MOLDING MACHINE

BRRR RERSE
Electrical System Blow Pin System

B ARG
Digital Control System

4% TECHNICAL PARAMETER

I ITEM

e

HLE Model TDB-10A TDB-25A TDB-50A TDB-80A
EIRSH Specification
T {i#] Station / ESingle BSingle £Single £Single
| S8 AFTR Max. Product Volume L 10 25 50 80
# Dry Cydle pc/h 600 600 400 240
HDPEE 47 i & Output of HDPE kg/h 85 110 130 160
Weight of Machine T 5 m 14 16
il R5F Size of Machine m,LxWxH 41x1.9x3.2 4.9x2.6x3.5 5.9x2.9x4.1 6.6x3x4.4
Max. Die Diameter mm 180 300 350 420
Die Head Heating Zone / 4 5 6 6
Capacity of Accumulator Head L 2 6.6 12.8
#5L NN Die Head Heating Power kw 10.5 177 245 30
FHEERS Clamping Unit
F Platen Distance mm 410-800 350-880 450-1150 500-1400
) Clamping Force kN 110 215 260 440
FrtHF St Extruder Unit
ST E4E Screw Diameter mm 70 80 90 100
ZFFAZ L Screw Length/Diameter Ratio / 25:1 251 2571 2571
SEFFANAINE Screw Heating Power kw 13.2 19 174 21
SBAFADAX R No.of Heating Zone (Screw) / 3 4 4 4
SEFFEBHLINE Screw Motor Power kw 22 30 37 45
E111% % Power Unit
MR, 2 Hydraulic Pump Driving Power kw 12.5+4 21+4 21+4 31.5+4
ZEHRTINE Total Power kw 63.2 91.7 103.9 1315
7% Remarks
S/RF3 & Air Consumption m?3/min 0.6 0.8 1 1.6
[ 77 Blow Pressure MPa 0.6 0.6 0.6 0.6
J£11 Cooling Water Pressure MPa 03 03 03 0.3
F37KE Water Consumption L/min 50 60 65 100
8 E S A RS MaxSize of Mold mm,WxH 480x530 550x650 700x950 800x1000
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Note: The parameters above are just for reference, which can be designed by your requirements.



